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(3) Powered by a diesel engine as the
prime mover.

Normal operation. When each compo-
nent and the entire assembly of the
mobile diesel-powered transportation
equipment performs the functions for
which they were designed.

Permissible. As applied to mobile die-
sel-powered transportation equipment,
this means that the complete assembly
conforms to the requirements of this
part, and that a certificate of approval
to that effect has been issued.

Subassembly. A group or combination
of components.

[61 FR 55525, Oct. 25, 1996]

§36.3 Consultation.

By appointment, applicants or their
representatives may visit Approval and
Certification Center, RR 1, Box 251, In-
dustrial Park Road, Triadelphia, WV
26059, to discuss with qualified MSHA
personnel proposed mobile diesel-pow-
ered transportation equipment to be
submitted in accordance with the regu-
lations of this part. No charge is made
for such consultation and no written
report thereof will be submitted to the
applicant.

[Sched. 31, 26 FR 645, Jan. 24, 1961, as amend-
ed at 43 FR 12318, Mar. 24, 1978; 60 FR 35695,
July 11, 1995]

§36.4 Mobile diesel-powered transpor-
tation equipment for which certifi-
cates of approval may be granted.

Certificates of approval will be grant-
ed for completely assembled mobile
diesel-powered transportation equip-
ment only. Subassemblies or compo-
nents may be granted letters of certifi-
cation in accordance with §36.5.

§36.5 Letters of certification.

When a component or subassembly
meets all of the applicable require-
ments of Subparts B and C of this part,
and also its normal operation will not
be affected by connection to adjacent
components or subassemblies, MSHA
will issue to the applicant, upon his re-
quest, a letter of certification inform-
ing him that additional inspection or
tests of the component or subassembly
will not be required when it is incor-
porated without modification in a
piece of completely assembled mobile

§36.6

diesel-powered transportation equip-
ment. The applicant may cite this let-
ter of certification to another appli-
cant who seeks approval and certifi-
cation of his completely assembled mo-
bile  diesel-powered transportation
equipment and who desires to incor-
porate the component or subassembly
in such equipment.

§36.6 Applications.

(a) No investigation or testing will be
undertaken by MSHA except pursuant
to a written application, in duplicate,
accompanied by a check, bank draft, or
money order, payable to the U.S. Mine
Safety and Health Administration, to
cover the fees; and all drawings, speci-
fications, descriptions, and related ma-
terials. The application and all related
matters and correspondence concerning
it shall be addressed to the Approval
and Certification Center, RR 1, Box 251,
Industrial Park Road, Triadelphia, WV
26059.

(b) Drawings, specifications, and de-
scriptions shall be adequate in detail to
identify fully the complete assembly,
components, and subassemblies. Draw-
ings, specifications, and descriptions
shall include:

(1) Assembly drawing(s) showing the
overall dimensions of the equipment,
location and capacity of the fuel tank,
location of flame arresters, exhaust-gas
conditioner and its water-supply tank,
if applicable, exhaust-gas dilution sys-
tem, and other details that are essen-
tial to the functioning of the equip-
ment.

(2) Except for equipment utilizing
part 7, subpart F power packages, de-
tailed drawings showing the intake,
combustion, and exhaust systems of
the diesel engine, including joints and
gaskets; the turbulence or
precombustion chamber, if applicable;
injector assembly and nozzle details;
and any surfaces that form the com-
bustion chamber or part thereof, such
as the cylinder head, piston and cyl-
inder liner; and other features that
may affect permissibility, such as ex-
haust-gas conditioner and flame arrest-
ers.

(3) Except for equipment utilizing
part 7, subpart F power packages, a
schematic drawing of the fuel system
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